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Wahl Rubber Track & Grass/Ice Suspension Mounting Instructions 
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                                                                  See 6-11                      See 1-5    
 
 

1. 7 Tooth Drive Wheel 14 ¾” 
2. 8 Tooth Drive Wheel 14” 
3. 9 Tooth Drive Wheel 13 ¼” 
4. 10 Tooth Drive Wheel 12 ¼” 
5. 11 Tooth Drive Wheel 11 ½” 
6. 116” = 24 7/8”  02-165A / 02-798A 
7. 121” = 27 3/8”  02-160A / 02-803A / 02-794A 
8. 128” = 31 1/8”  02-820A / 02-804A / 02-805A / 02-795A 
9. 136” = 34 7/8”  02-161A / 02-806A / 02-796A 
10. 144” = 38 5/8”  02-809A / 02-808A / 02-797A 
11. 156” = 38 5/8”  02-800A 

 
• Rail Lengths 

116” – 42 ¾” 
121” – 45 ½” 
128” – 49 ¼” 
136” – 52 ¾” 
144” – 56 ½” 
156” – 62 7/8” 
 

• If using Long Travel Rear Scissor, use the upper hole in the rear mounting plate, 5 7/8” from 
top of tunnel. This will be the measurement for the 156” suspension. If the measurements 
from the top of the tunnel to the front and/or rear mount holes are different than specified, 
you must move both mount holes the same distance.  For example, if you raise the front 
hole ½”, you must also raise the rear hole by ½”. 
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